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Abstract
Batch tests were performed to investigate the nitrite effect on the P-uptake of biomass grown in pilot-scale SBR and MBR sys-
tems. The results showed that the nitrite has an inhibitory effect on the aerobic P-uptake of the SBR and the MBR biomasses. 
The degree of inhibition was observed to be 65 % and 37 % at 10 mg NO2-N/ℓ for the SBR and the MBR respectively. Both 
biomasses were found capable of using nitrite as electron acceptor as effectively as nitrate. Moreover, for the SBR biomass the 
anoxic P-uptake rate using nitrite was found even higher (60%) than the P-uptake rate with nitrate. From a modelling point of 
view, the current models require appropriate extensions to describe these various effects of nitrite. Hence, an extension of the 
ASM2d model has been provided. Prevention of nitrite build-up in full-scale EBPRs will eliminate the nitrite inhibition prob-
lem. Alternatively one can adopt a proactive approach in which the aerobic P-uptake phase is replaced with an anoxic P-uptake 
phase using only nitrite as electron acceptor. Such an approach offers considerable cost savings and enhanced nitrogen and 
phosphorus removal. This, however, requires further research for experimental validation and testing.
Keywords: ASM2d, MBR, modelling, nitrogen and phosphorus removal, nitrite inhibition, polyphosphate accu-
mulating organisms, phosphate uptake, SBR 
Introduction
Microbiological investigation of the nitrite effect with a vari-
ety of physiological types of bacteria (from aerobes to faculta-
tive anaerobes) has shown that nitrite interferes with energy 
generation (e.g. by inhibiting oxygen uptake, oxidative phos-
phorylation or proton-dependent active transport of substrate) 
and growth mechanisms (Yarbrough et al., 1980; Rake and 
Eagon, 1980). In the field of activated sludge, the inhibitory 
effect of nitrite (its effect is mainly pH dependent and bet-
ter represented as function of the nitrous acid concentration, 
HNO2) on the nitrifying biomass activities have also been 
long recognised and documented (Anthonisen et al., 1976; Van 
Hulle et al. (2007); Vadivelu et al., 2006). Moreover, nitrite 
has also been experimentally observed to inhibit the activ-
ity of ordinary aerobic heterotrophic organisms (Musvoto et 
al., 1999). Nitrite was also hypothesised to cause proliferation 
of filamentous bulking in activated sludge systems due to its 
interference with the aerobic respiratory mechanism (Casey 
et al., 1999).
 Several studies with phosphorus accumulating organisms 
(PAOs) have also confirmed that elevated concentrations of 
nitrite negatively affect phosphorus uptake activities of PAOs 
under both aerobic and anoxic conditions (Meinhold et al., 
1999; Saito et al., 2004). Note that denitrifying PAOs were also 
shown to be able to utilise nitrite as an electron acceptor with-
out any adverse affect of course within a certain concentration 
range. 
 That said, however, these studies have reported different 
types of effect (e.g. inhibitory vs. toxic effect) and different 
threshold values of inhibition by nitrite.  For example, Mein-
hold et al. (1999) found that a nitrite level of 6 to 8 mg NO2-N/ℓ 
completely halted the anoxic P-uptake and severely inhibited 
aerobic P-uptake for sludge taken from a pilot BIODENIPHO® 
plant. Saito et al. (2004) reported that 2 mg NO2-N/ℓ already 
inhibited the aerobic P-uptake severely while more than 6 mg 
NO2-N/ℓ completely stopped it. Moreover, they also found that 
nitrite at 12 mg NO2-N/ℓ level reduced the anoxic p-uptake rate 
down to 65%. On the other hand, Ahn et al. (2001) and Hu et al. 
(2003) could not find any severe effect on the anoxic P-uptake 
rate at elevated nitrite concentrations, even up to 40 and 
35 mg NO2-N/ℓ respectively. The varying degree of adaptation 
of biomass to nitrite has been offered as explanation for these 
wide-ranging threshold values of nitrite inhibition. Saito et al. 
(2004), however, argued that chemical precipitation may occur 
if pH is not controlled during batch tests, which may corro-
borate some of the reported results.
 Since the underlying biochemical mechanism of the nitrite 
effect is still far from being clear, in this study, we investigated 
and evaluated the effect of nitrite on aerobic and anoxic phos-
phate uptake by PAOs enriched in nutrient removing pilot-scale 
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SBR and MBR systems. The knowledge of the nitrite effect in 
the system was necessary for two particular reasons: 
 To complement our understanding of the systems’ perform-• 
ance  
 To assist in making an appropriate choice of model struc-• 
ture for properly describing possible nitrite inhibition of 
aerobic P-uptake as well as for adequately describing the 
mechanism of anoxic P-uptake with nitrite and nitrate by 
denitrifying PAOs (see e.g. Sin et al., 2006a). 
To this end, we have performed pH- and temperature-controlled 
batch experiments using sludges sampled from SBR and MBR 
systems respectively, where we measured and evaluated phos-
phorus uptake and anoxic respiration rates. The SBR and MBR 
systems and the experimental procedure are described, which 
is followed by a presentation of the results obtained. Next, the 
results are critically discussed in view of modelling EBPR sys-
tems and the paper ends with an engineering outlook and con-
clusions. 
Material and methods
The SBR and MBR systems 
The sludges used for batch tests were sampled from the SBR and 
MBR reactors. These systems were fed with synthetic wastewater, 
the composition of which was developed elsewhere (Boeije et al., 
1999). The average concentrations of the total COD, total nitro-
gen, nitrate, total phosphate and suspended solids in the feed were 
504±55 mg COD/ℓ, 64±7.5 mg N/ℓ, 3.4±1.2 mg NO3-N/ℓ, 11±1.3 
mg P/ℓ and 3.3±0.1 mg SS/ℓ respectively (Boeije et al., 1999). 
 The temperature in both reactors was controlled at 15 0C using 
two identical cooling systems (WK 1400, Lauda, Germany). All 
other devices controlling and monitoring the SBR and MBR 
set-ups are connected to a LabView data acquisition and control 
(DAC) system (National Instruments, USA). The DAC system 
consists of a computer, interface cards, meters, transmitters, sen-
sors, valves, pumps and solid-state relays. The status and the time 
series of the signals from the sensors are also displayed on the 
computer and stored in a data file to be analysed later on.
The SBR set-up
The sequencing batch reactor (SBR) has been operated for both 
nitrogen and phosphorus removal following an anaerobic-aero-
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Figure 1
Schematic diagram of the SBR system (Insel et al., 2006) 
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Figure 2
Schematic illustration 
of the MBR set-up 
(backwashing unit is 
not shown, adapted 
from Jiang, 2007) 
bic-anoxic-aerobic reaction sequence. The reactor has a total vol-
ume of 80 ℓ but only 68 ℓ was used during the operation. The vol-
umetric exchange rate (VER) was set to 0.5, which corresponds 
to 34 ℓ of filling volume in each cycle and a hydraulic retention 
time (HRT) of 12 h. The sludge wastage rate was set to 0.5 ℓ per 
cycle to ensure a 17 d solids retention time (SRT), but the effec-
tive SRT was lower due to solids washout in the effluent (see 
results). The duration of one SBR cycle was 6 h and comprised 
the following phases: 60 min anaerobic of which the first 20 min 
was filling; 150 min aerobic; 60 min anoxic; 30 min aerobic; and 
60 min of settling/draw phases. During the aerobic phases, the 
oxygen is controlled at around 2 mg O2/ℓ using a PID controller 
implemented in LabView®, which controls the airflow by manip-
ulating a mass flow controller (Brooks®, Brooks Instrument, 
USA). While a detailed description of the set-up can be found in 
Insel et al. (2006), the configuration is shown in Fig. 1. 
The MBR set-up
The membrane bioreactor (MBR) was operated continuously 
(unlike the SBR) to achieve biological nitrogen and phosphorus 
removal. The MBR consists of an anaerobic compartment (8 ℓ), 
an aerobic/anoxic compartment (17 ℓ) and an aerobic membrane 
loop (3.8 ℓ). The influent was continuously fed at 0.075 ℓ/min 
rate to the anaerobic compartment (see Fig. 2). The sludge was 
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recycled (at a rate of 0.6 ℓ/min) internally from the anoxic/aero-
bic compartment during the last 12 min anoxic phase (i.e. it was 
intermittently recycled) back to the anaerobic compartment. The 
anoxic/aerobic compartment was intermittently aerated follow-
ing a cycle of 40 min of which 17 min was aerobic and 23 min 
was anoxic. Every 6 h 400 mℓ of sludge volume was wasted from 
the aerobic/anoxic compartment during the aerobic phase pro-
viding an SRT of 17 d. 
 The solid-liquid separation was achieved using a side-stream 
membrane system. To this end, a tubular membrane module 
(X-flow UF membrane, Norrit, The Netherlands) with a 0.17 m2 
surface area was used.  Sludge at a flow rate of 0.375 ℓ/min was 
pumped into the membrane module and the permeate flow rate 
was fixed to 0.09 ℓ/min which corresponds to a constant flux of 
31.8 ℓ/m2-h. The range of trans-membrane pressure was between 
6 and 18 kPa. A more detailed description of the side-stream 
MBR can be found in Jiang (2007).
 The aeration is controlled by using a simple on-off controller 
at a set-point of around 2 mg O2/ℓ with 0.5 mg O2/ℓ band. Further 
information about the configuration and operation of the SBR 
and MBR systems can be found in Insel et al. (2006) and Jiang 
(2007) respectively. 
The phosphorus release and the phosphorus uptake 
batch tests
The phosphorus release and uptake tests were performed in a 
set-up consisting of a 2 ℓ glass reactor with a double jacket ena-
bling circulation of cooling liquid around the reactor for tem-
perature control (see Fig. 3). A Lauda Ecoline E303 was used as 
cooling system to maintain the temperature at 15 ± 0.1°C. Data 
acquisition, pH control and data processing are implemented 
in LabView software (National Instruments, NIDAQ 6.9 with 
AT-MIO-16XE-50 DAQ card and LabView 6.i). The dissolved 
oxygen is measured by an Inpro 6100/120/T/N (Mettler Toledo) 
oxygen electrode, which is connected to Knick Process 73 
transmitter. The pH is measured in the aeration vessel with a 
HA405-DXK-S8/120 pH electrode (Mettler Toledo), which is 
connected to a Knick Stratos 2401 pH transmitter. Both elec-
trodes were calibrated regularly (once every week). The data 
acquisition interval was set to 3 s and the pH was controlled 
within a narrow band (7.5 ± 0.03).The reactor is provided with a 
mixer and a tubular diffuser for supplying air or nitrogen gases 
as needed. 
Experimental procedure for the phosphorus release 
and uptake tests
Aliquots of 1 ℓ of fresh sludge samples taken daily from the SBR 
and the MBR systems were used for the experiments. The sludge 
sample from the SBR was taken at the end of the second aerobic 
phase (see above), while the sludge sample from  the MBR was 
taken from the aerobic/anoxic compartment during the aerobic 
sub-phase of the intermittent aeration. The pH and the tempera-
ture were controlled at 7.5 and 15°C respectively during both 
tests. For the phosphorus release, the following procedure was 
followed: 
 Anaerobic phase: Anaerobic conditions were reached and • 
maintained for 75 min, by continuously sparging nitrogen 
gas to the reactor.
 Addition of acetate: Small amounts of acetate (e.g. 50 to • 
75 mg COD-acetate/ℓ) from a concentrated stock solution 
(10 g COD/ℓ) were added to the reactor. In case there was 
nitrate present in the sludge liquor, additional acetate was 
added to ensure complete denitrification of nitrate. To this 
end, a stoichiometry of 6 mg COD/ℓ was used to ensure a 
complete denitrification of 1 mgNO3-N/ℓ. For example, if 
there is 5 mg NO3-N/ℓ present in the mixed liquor of the 
sludge sample, additional of 30 mg COD-acetate/ℓ were 
added to the reactor on top of the 50 mg COD/ℓ.
 Sampling: Activated sludge samples of 5 mℓ were taken • 
directly from the reactor using a syringe. The first sample 
was taken before the addition of the substrate, in order to 
measure the initial ortho-phosphate and nitrate concentra-
tion (see Item 2).
 Filtration: Millipore filters (0.45 µm) were used imme-• 
diately to filter the samples from the SBR sludge, which 
were immediately refrigerated at 4°C for later analysis. To 
separate sludge from liquid in the MBR sludge samples, the 
sludge sample was centrifuged at 3 000 r/min (1 200 g) for 
4 min using a refrigerated centrifuge (Sorvall RC-5B, Du 
Pont Instruments), since it wasn’t possible to use Millipore 
filters due to high solids concentration. 
The phosphorus uptake tests (either aerobic or anoxic) com-
menced right after the anaerobic phase. For the aerobic P-uptake 
test, a known amount of nitrite from a stock solution with 1 g N/ℓ 
was added to the reactor. Then the nitrogen gas was switched off 
and the aeration was switched on to provide oxygen in excess 
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(around 9 mg O2/ℓ) continuously throughout the test. For the 
anoxic P-uptake test, the test was started by appropriate addition 
of nitrite or nitrate under continuous supply of the nitrogen gas. 
 For the measurements of COD, NH4-N, NO2-N, NO3-N and 
PO4
-P, commercial kits from HACH LANGE (Germany) were 
used. SVI, MLSS and MLVSS were measured according to 
Standard Methods (1998). 
Results 
Monitoring the SBR and MBR systems
In this section, off-line (daily and flow-proportionally sampled) 
measurements of the SBR and MBR systems are presented to 
provide an adequate insight into the behaviour of these systems 
during the batch experimental period. This is useful to assist in 
better interpretation of the batch results presented in the next 
section.
The SBR system
The average COD, nitrogen and phosphate removal percent-
ages in the SBR were around 81%, 61% and 72% respectively 
during the experimental period. The sludge concentration time 
series together with sludge settling quality as monitored by SVI 
are shown in Fig. 4. One observes that the sludge concentration 
fluctuates in the reactor. Further, one also notices that starting 
from the beginning of June, the sludge concentration started to 
decrease until levelling off around 2 g/ℓ.  This decrease can be 
attributed to the increase of the SVI. 
 The deterioration of the settling quality subsequently leads 
to more washout of the sludge in the effluent. This also means 
that the SRT of the system is decreased because of the higher 
solids washout (it was calculated to decrease from 17 d to ca 
9 d). What induced this deterioration in the settling quality 
is usually a challenging task to understand. It could be due to 
parameters related to the process configuration/operation and or 
the microbiological activity, e.g. the substrate feeding pattern, 
F/M, nitrite at the end of aerobic phases, proliferation of fila-
mentous organisms and the like (Sin et al., 2006b; Martins et 
al., 2004). A detailed discussion is, however, beyond the scope 
of this contribution.
 Concerning the nitrogen removal, it is possible to detect a 
lack in nitrification from the beginning of March until mid-April 
(see Fig. 5 (top)). High values in the effluent ammonia concen-
tration correspond to the absence of nitrate production, i.e. no 
nitrification. After this period the ammonia concentration is 
observed to gradually drop back to zero and at the same time the 
nitrate starts to increase in the effluent, as expected from the sto-
ichiometry of the nitrification. From April onwards, one notices 
complete nitrification (i.e. the effluent ammonium and nitrite 
concentration are zero), with some sporadic events where efflu-
ent nitrite was observed to be around 1.5 mg NO2-N/ℓ, indicating 
incomplete nitrification. The sporadic appearance of nitrite in 
the effluent was mostly related to technical problems with aera-
tion supply (e.g. pressure drop in the compressed air supply, etc.) 
leading to limited oxygen concentration in the reactor. 
 The nitrate and phosphate profiles are plotted together in 
Fig. 5 (bottom) to check the well-known competition between 
ordinary denitrifying heterotrophic organisms (DHOs) and 
PAOs towards VFA (in this case acetate) uptake (Manning and 
Irvin, 1985; Wilderer et al., 2001). The presence of nitrate dur-
ing the anaerobic phase is commonly observed to slow down 
significantly the P-release rate of PAOs, since the presence of 
nitrate triggers denitrification by denitrifying ordinary hetero-
trophic organisms using VFA as the carbon source. Only after 
the nitrate has been completely removed from the system, the 
PAOs can take up acetate and release phosphate at their maxi-
mum rate. Therefore the extent of the P-release of PAOs will be 
determined by the extent of acetate available in the anaerobic 
phase which is again influenced by the amount of denitrification 
taking place using nitrate as electron acceptor. 
 From Fig. 5 (bottom), one can observe that the effluent nitrate 
concentration began to rise starting from the middle of April (see 
the explanation for the rise of nitrate in the effluent above). Par-
allel to the observed increase in the effluent nitrate, the effluent 
phosphate concentrations started to increase as well. Moreover, 
one can also observe fluctuations in the effluent phosphate con-
centration of between about 2 and 7 mg P/ℓ. This indicates that 
the bio-P removal in the system became unstable as a result of the 
increased nitrate level in the anaerobic phases of the SBR. 
The MBR system 
The COD and nitrogen removal in the MBR are found to be 
around 98% and 76% respectively during the experimental 
period, both higher than in the SBR system, whereas the average 
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Figure 4
Time series of MLSS, MLVSS and SVI profiles in the SBR system
Figure 5
The effluent quality of the SBR during the experimentation 
period: nitrogen (top) phosphate and nitrate (bottom)
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phosphate removal was about 43% for the MBR, worse than for 
the SBR system. Further, although the COD removal was quite 
stable due to the almost ideal separation of the solids from the 
effluent (results not shown), the nitrogen and phosphate removal 
was not (see below).
 The MLSS profile of the MBR is provided in Fig. 6. The 
SVI profile is absent from the figure since in the MBR system 
the solid-liquid separation is achieved by membrane filtra-
tion and therefore monitoring the quality of sludge settling is 
not required. Clearly detectable is an increase of around 50% 
in the MLSS in the final part of the figure, starting from the 
beginning of May, in which the average MLSS was around 
6 g SS/ℓ, and lasting until the end of June, in which the MLSS 
was around 9 g SS/ℓ. This increase in the MLSS was induced by 
a change of the influent feeding system. This change resulted 
in an increase in the influent load (flow rate remained fixed, 
but the concentration of the wastewater was higher). This in 
turn meant a higher amount of sludge production and therefore 
an increase in the MLSS concentration since the sludge wast-
age rate remained constant during these periods (see the line 
in Fig. 6). 
  Figure 7 (top) illustrates the effluent ammonia, nitrate and 
nitrite time series. Incomplete nitrification can be deduced from 
the higher nitrite values (up to 5.23 mg/ℓ) appearing in the efflu-
ent from March until April. In general the effluent nitrite was 
observed to fluctuate periodically from a low level (around 0 mg 
N/ℓ), indicating complete nitrification, to levels higher than 1mg 
N/ℓ indicating incomplete nitrification. Higher values of nitrate 
in the effluent can be observed in the middle of April, confirm-
ing a complete nitrification process, as also indicated by the 
ammonia and nitrite effluent values, which are close to zero in 
the same period. 
 In Fig. 7 (bottom), one can observe that the effluent phos-
phate was fluctuating at around 5 mg P/ℓ from February onwards 
till the mid of April. Afterwards, the phosphate concentration 
increased almost to the influent level indicating a complete loss 
of P-removal from the system. The P-removal was observed to 
recover starting from the middle of May onwards. However, the 
P-uptake was not sufficient to completely remove the influent 
phosphate, most likely due to competition with the ordinary 
DHOs for the limited VFAs in the influent as explained above.  
 It is noted that during the period when the influent load 
(concentration-wise) was increased (see above discussion 
concerning the MLSS increase in Fig. 6), the nitrate con-
centrations were slightly decreased and became stable (see 
Fig. 7 top). This is contrary to what one would have expected, 
namely that an increase in the influent load would cause an 
increase in the effluent of the system.  What causes the efflu-
ent nitrate concentration to decrease is probably related to an 
overall improvement of the denitrification capacity of the sys-
tem. On the other hand, the effluent phosphate was observed 
to be slightly higher during this period (Fig. 7 bottom). These 
observations confirm again that activated sludge systems 
respond in a non-linear fashion to a change in the input char-
acteristics.
Nitrite effect on the P-uptake rate of the SBR and 
MBR sludge
In this section, a selection of the results obtained from the batch 
tests performed with the SBR and the MBR sludges are pre-
sented. First, the aerobic P-uptake results are given and thereaf-
ter the anoxic P-uptake results with nitrite and nitrate as electron 
acceptor.
 
Nitrite effect on the aerobic phosphate uptake rate 
(PUR)
The aerobic P-uptake results under different initial nitrite con-
centrations are presented in Fig. 8 (top) and Fig. 8 (bottom) for 
the SBR and MBR sludges respectively. In total 3 tests are shown 
per sludge sample. These tests correspond to 0, 5 and 10 mg NO2-
N/ℓ additions at the beginning of the aerobic P-uptake phase (as 
indicated by the arrow in Fig. 8). The resulting P-uptake profiles 
from these additions are marked by different symbols corre-
sponding to each initial NO2-N concentration (see the legend of 
Fig. 8). The decreasing nitrite concentration profiles due to the 
activity of nitrite oxidising bacteria (NOB) during these aero-
bic tests were also plotted indicating the exposure concentration 
and duration of PAO to nitrite throughout the aerobic P-uptake 
phase. 
 The P-release and P-uptake profiles obtained in this study 
(e.g. see Fig. 8) indicate a typical polyphosphate-accumulating 
metabolism (PAM). During the anaerobic phase and in the pres-
ence of external VFA such as acetate, phosphate release occurs 
to generate the energy necessary to take up the external VFA 
and store internally in the form of PHA. During this phase inter-
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Figure 6
The MLSS and MLVSS profiles in the MBR. The line indicates 
the gradual increase in the sludge concentration parallel to an 
increase in the influent wastewater concentration (see the text).  
Figure 7
The effluent quality of the MBR: nitrogen (top) phosphate (bottom)
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nal glycogen is also expected to be used for balancing reducing 
equivalents (Mino et al., 1987; Smolders et al., 1995; Schuler 
and Jenkins, 2003). In the following aerobic or anoxic phase, the 
internally stored PHA is used both as carbon and energy source 
(oxidative phosphorylation using electron acceptor as oxygen or 
nitrate) for P-uptake, but also for restoring the glycogen pool and 
the biomass growth (Smolders et al., 1995).
 As shown in Fig. 8, in the first 75 min of the batch test, which 
is anaerobic, the phosphate release took place. The phospho-
rus release rate was observed to be high in the beginning (e.g. 
between 0 and 40 min) thanks to the sufficient amount of acetate 
present externally and to the internal polyphosphate and glyco-
gen pools present in the PAO organisms. The phosphate release 
later on slowed down until coming to a halt probably due to the 
depletion of the external carbon source. This P-release trend was 
observed in all of the 6 tests shown in Fig. 8 for the SBR and the 
MBR sludge. 
 At the end of the P-release phase, the aerobic P-uptake com-
mences as soon as the aeration is switched on as indicated by the 
arrow in Fig. 8. One observes that the P-uptake rate is signifi-
cantly slower than the P-release rate (also for the reference tests, 
i.e. with zero nitrite addition). For the tests with the SBR sludge, 
one can clearly observe that the aerobic P-uptake was affected 
by the presence of nitrite (see Fig. 8 (top)). For example, when 
the initial nitrite concentration was 5 mg NO2-N/ℓ, the aerobic 
P-uptake rate was reduced by around 30% compared to the refer-
ence P-uptake rate without nitrite addition. Further, the aerobic 
P-uptake was found to stop completely at 10 mg NO2-N/ℓ and it 
was resumed in the same batch test only when the nitrite level 
had been reduced down to about 4 mg NO2-N/ℓ in the reactor by 
the nitrite oxidising bacteria. From this point onward, the aero-
bic P-uptake proceeded at 50% of the reference aerobic P-uptake 
rate (the calculation of degree of inhibition presented below). 
This implies that the inhibitory effect of nitrite is reversible 
since with the decreasing nitrite concentration in the medium 
the P-uptake activity was restored again, albeit slowly. The lat-
ter, i.e. the slow P-uptake recovery, indicates that PAOs did not 
recover fully from the inhibitory effect of nitrite.  
 In the case of MBR sludge, the nitrite was observed to affect 
the aerobic P-uptake as well albeit at a smaller magnitude. For 
example, the aerobic P-uptake did not completely cease at 10 mg 
NO2-N/ℓ but was reduced by 63% of the reference P-uptake rate 
of the MBR (Fig. 8 (bottom)). A more detailed comparison of the 
aerobic P-uptake rate of the MBR and the SBR sludge is given in 
the Discussion.
Nitrite effect on the anoxic phosphate uptake rate (PUR)
Typical results from the anoxic P-uptake tests are shown in Fig. 9 
for the SBR and the MBR biomass. Similar to the tests presented 
above, the first 75 min of the tests was the anaerobic P-release 
phase, while the subsequent phase for the anoxic P-uptake either 
consisted of the nitrite (top of the figure) or nitrate (bottom of the 
figure) as indicated by the arrows. 
 One observes that biomass from both systems was able to 
use nitrite and nitrate as electron acceptor and to perform the 
typical polyphosphate-accumulating metabolism (PAM) 
(Schuler and Jenkins, 2003). Furthermore, within the studied 
range and up to 25 mg NO2-N/ℓ, no inhibitory effect of nitrite 
could be observed on the anoxic P-uptake activity of either SBR 
or MBR sludge. Since these results were obtained under pH-
controlled tests, it confirms that elevated nitrite concentrations 
may not pose significant inhibitory effects on the anoxic phos-
phate uptake. This is in contrast to the results of Meinhold et al. 
(1999) and expectation of Saito et al. (2004) but is in line with 
the results of Ahn et al. (2001) and Hu et al. (2003) who found as 
well that at high nitrite levels PAOs are still able to show anoxic 
P-uptake activity. 
 Comparison of the anoxic P-uptake profiles for the SBR bio-
mass shows that the P-uptake with nitrite appears to proceed 
faster than the P-uptake with nitrate as electron acceptor. For 
the MBR biomass, on the contrary, no significant difference can 
be observed between the anoxic P-uptake rates with nitrite and 
nitrate. A detailed comparison of the P-uptake rates with these 
different electron acceptors is given in the discussion.   
Discussion
The calculation of the P-uptake rate
To quantify the extent of nitrite inhibition of the P-uptake rate, 
one can calculate and compare the P-uptake rate obtained from 
exposing the biomass to different levels of nitrite. However, one 
needs to exercise caution when calculating the P-uptake rate 
as the P-uptake process is an inherently non-linear one since 
it depends on several other processes taking place in the cell 
metabolism, e.g. the degradation rate of the internal organic 
storage polymers (XPHA) as well as the saturation of the build-up 
of the polyphosphate pool (XPP).  For example, ASM2d model 
formulates the aerobic P-uptake process (the anoxic P-uptake 
rate is essentially the same but with nitrate as electron acceptor 
instead of oxygen) as follows:                             
                       (1)
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where:
  PURO2 is the aerobic P-uptake rate
 qPP stands for the rate constant of P-storage
 KO2 and KPS are the saturation coefficients for oxygen and for 
orthophosphate storage respectively
 SO2 and SPO4 are the oxygen and orthophosphate concentra-
tion in the bulk respectively 
 XPHA and XPP
 XPAO are the intracellular organic storage products, intrac-
ellular polyphosphate storage and concentration of PAOs 
respectively 
 KPHA is the saturation coefficient for PHA 
 KMAX and KIPP are the maximum ratio of XPP/XPAO (the maxi-
mum ratio for polyphosphate storage in the cell) and inhibi-
tion coefficient for XPP storage (Henze et al., 2000).
Important to note is that while other models have formulated 
different mechanisms to describe the P-uptake process, the non- 
linear nature of the process remains similar (Smolders et al., 1995; 
Meijer et al., 2001). This non-linear process can be assumed to 
proceed linearly under the following assumptions:
 Sufficiently high level of X• PHA, e.g. XPHA/XPAO is higher than 
0.01. 
 X• PP is much lower than the KMAX, e.g. XPP/XPAO is lower than 
0.34. 
 Sufficiently high level of orthophosphate (S• PO4) and elec-
tron acceptor (e.g. SO2 ).
Under these assumptions, the saturation and inhibition terms of 
Eq. (1) will be rendered to approximately 1, which means that 
the PUR will be driven close to its maximum under the given 
conditions. Under such conditions, the PUR can be experimen-
tally calculated as the slope of the observed P-uptake. 
 Concerning the batch experiments performed in this study, 
we assumed that the first hour of the P-uptake experiment is 
likely to meet the above-mentioned assumptions and therefore 
to proceed independent of limitations/inhibitions. Hence, we 
approximated the PUR from the slope of the measured PO4-P 
profile in the first hour of the P-uptake experiment. This is 
illustrated in Fig. 10 for one P-uptake profile obtained from one 
of the anoxic batch tests in Fig. 10. Although this approach is 
an approximation in its nature, it is still expected to provide a 
means to quantify the effect of nitrite on the P-uptake.  
Nitrite inhibition of the aerobic P-uptake
The degree of nitrite inhibition was calculated on the basis of 
the observed aerobic P-uptake rates obtained under the different 
nitrite concentrations of Fig. 8. The results are given in Table 1 
both for the SBR and the MBR biomass. 
 The PUR(%) is calculated as                , which is the per-
cent ratio of the observed P-uptake rate at a certain nitrite level, 
PURNO2, to the reference P-uptake rate, PUR0, obtained under 
zero nitrite concentration. The degree of inhibition is then calcu-
lated as                        . The degree of inhibition may take a value 
 
 
0
5
10
15
20
25
30
0 50 100 150 200 250
Time (min)
P
O
4-
P
 (m
g
P
/l)
0
5
10
15
20
25
30
 N
O
2-
N
 (m
g
N
/l)
PO4
NO2
0
5
10
15
20
25
30
35
0 20 40 60 80 100 120 140 160
Time (min)
P
O
4-
P
 (m
gP
/l)
 
0
5
10
15
20
25
30
35
N
O
2-
N
 (m
gN
/l)
 
0
5
10
15
20
25
30
0 50 100 150 200 250
Time (min)
P
O
4-
P
 (m
g
P
/l)
0
5
10
15
20
25
30
N
O
3-
N
 (m
g
N
/l)
PO4
NO3
0
5
10
15
20
25
30
0 20 40 60 80 100 120 140 160 180
Time (min)
P
O
4-
P
 (m
gP
/l)
 
0
5
10
15
20
25
30
35
N
O
3-
N
 (m
gN
/l)
 
 
0
5
10
15
20
25
30
0 50 100 150 200 250
Time (min)
P
O
4-
P
 (
m
g
P
/l)
 
 
PUR = -Slope 
Figure 10
Illustration of the calculation of the P-uptake rate from  
the P-uptake profiles obtained from the batch tests.  
The arrow indicates the beginning of the P-uptake.
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Anoxic P-uptake with NO2 (top) and NO3 (bottom) as electron acceptor:  
SBR biomass (left) and MBR biomass (right). The arrows indicate the start of the P-uptake phase. 
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of between 0 and 1, corresponding to no and severe inhibition 
respectively. 
 Table 1 indicates that the degree of nitrite inhibition of the 
PAOs from the SBR biomass is considerably higher than that 
of the PAOs in the MBR biomass within the experimentation 
period. This shows that the PAOs from the SBR were more vul-
nerable to nitrite exposure. Long-term effluent monitoring of 
both systems shows that the nitrite concentration sporadically 
reaches up to 1.5 and 2.5 mg NO2-N/ℓ in the effluent of both 
systems (Fig. 5 and Fig. 7). This means that both systems were 
sporadically exposed to nitrite, hence one expects that polyphos-
phate accumulating organisms present in both systems would 
be adapted to nitrite to a similar degree, which apparently was 
not the case. 
 Alternatively, the underlying reason could be related to 
the different performance of these two systems with respect to 
nitrification, denitrification and P-removal. One may expect that 
different organisms or perhaps, using the argument of Schuler 
and Jenkins (2003), a different polyphosphate-accumulating 
metabolism (PAM) could be responsible for the observed dif-
ference in the response of the SBR and the MBR systems to 
nitrite exposure. Quantitative molecular techniques such as 
FISH-MAR are of course needed to support these speculative 
arguments (Seviour et al., 2003), which is beyond the scope of 
the current contribution.
Electron acceptor preference of PAOs
A summary of the phosphate uptake rates obtained under three 
different redox conditions, namely with presence of oxygen, 
nitrate and nitrite, are shown for the SBR biomass in Table 2. 
A comparison of the phosphate uptake rates with these differ-
ent electron acceptors shows that the PUR obtained with nitrite 
was 60% faster than the PUR obtained with nitrate. It also fol-
lows that the nitrite uptake rate, as referenced to the electron 
content of nitrate, i.e. 3/5*NO2UR, was around 60% higher than 
the nitrate uptake rate (NURNO3). This suggests that the anoxic 
PUR was limited by the nitrate uptake rate. In short, for this 
particular biomass the anoxic P-uptake was faster with nitrite 
than with nitrate.
 When compared to the aerobic PUR, the reduction factor 
for PUR with nitrate and nitrite was found to be 0.5 and 0.8 
respectively. The fact that different P-uptake rates under differ-
ent electron acceptor conditions were observed suggests that the 
P-uptake rate is different under different e-acceptor conditions 
or that different fractions of PAOs are active under different 
electron acceptor conditions. 
 A classic question related to such results is whether one 
type of facultative PAO is able to perform polyphosphate-
accumulating metabolism with oxygen, nitrate and nitrite 
(one organism, all functions) or rather that different types of 
PAOs specialise in performing different  types of phosphorus 
uptake metabolism (different organisms, different functions). To 
address this question, we have performed dedicated tests with 
mixtures of nitrite and nitrate as electron acceptors.
 The results, shown in Fig. 11 provide several insights. First, 
they show that both electron acceptors were simultaneously uti-
lised while the phosphate was being taken up and stored by the 
PAOs. Second, the nitrite uptake rate was faster than the nitrate 
uptake rate which explains the fact that no nitrite build-up was 
observed during nitrate-denitrification. Moreover, the observed 
P-uptake rate was found to be around 3.5 mg P/g SS-h in the 
presence of both nitrite and nitrate. This rate is higher than the 
average anoxic P-uptake rate with nitrate alone (see Table 2). 
This implies that the PUR corresponding to the presence of 
nitrite and nitrate may be due to a cumulative activity of PAOs 
performing nitrite and nitrate metabolisms. This in turn sug-
gests that there might be different PAO types performing differ-
ent functions in this particular SBR sludge.
Nitrite inhibition threshold: Summary
A summary of the results obtained so far in several studies about 
the effect of nitrite on the phosphate-accumulating organisms’ 
TABLE 2
P-uptake rates under different electron acceptor for the SBR biomass
O2 NO2-N NO3-N ηPUR_NO21 ηPUR_NO31
2Specific  PUR (mg P/g SS-h) 3.9±0.4 3.1±0.4 2.0±0.4 0.80 0.52
2Specific NUR (mg N/g SS-h) - 2.2±0.1 1.4±0.1
1  Anoxic reduction factor for aerobic PUR under anoxic conditions, i.e. for NO2 and NO3 
  respectively
2 Each rate is determined as the average of 4 batch tests
TABLE 1
Degree of nitrite inhibition of the aerobic P-uptake
Initial NO2-N PUR(mg P/ℓ-h) PUR (%) Degree of 
inhibition
mg NO2-N/ℓ SBR MBR SBR MBR SBR MBR
0 8.1±1.2 6.5±1.0 100 100 0 0
5 5.5±0.5 5.8±1.1 71 86 0.29 0.14
10 2.7±0.9 4.1±0.5 35 63 0.65 0.37
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Anoxic phosphate uptake with mixture of nitrate and nitrite as 
electron acceptor: 12 mg NO3-N/ℓ+5 mg NO2-N/ℓ (top) 
12 mg NO3-N/ℓ+2.5 mg NO2-N/ℓ ( bottom)  
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or low temperatures that strongly affect the activity of nitrite 
oxidisers (Wiesmann, 1994). 
 To resolve the nitrite inhibition in EBPR systems exposed 
to nitrite build-up, the obvious approach is to prevent the build-
up of nitrite by complete nitrification and denitrification. Alter-
natively, we suggest a pro-active solution in which the aerobic 
P-uptake phase is replaced with the anoxic P-uptake phase 
using nitrite as e-acceptor. This pro-active approach rests on the 
assumption that anoxic PAOs able to use nitrite as e-acceptor can 
be enriched to sufficiently high extent to provide high observed 
P-uptake rates. 
 For this assumption, this study showed that PAOs are capa-
ble of using nitrite as electron acceptor at a rate equal to at least 
60% (if not more) of the aerobic P-uptake rate (see above the 
SBR biomass). The results of this study also showed that some 
particular DPAOs may prefer nitrite over nitrate (e.g. because 
of selective enrichment of nitrite reducing PAOs in a particular 
system configuration). Hence this assumption is met.
 To implement such a process in full-scale, one needs to 
develop an appropriate anoxic EBPR configuration/technology. 
A good starting point would be to look into modifying the deni-
trifying phosphorus accumulating systems to use only nitrite as 
electron acceptor instead of using nitrate that is commonly used 
in practice (see e.g. Kuba et al., 1996). This configuration can 
be coupled to nitrogen removal via the nitrite route (Van Ben-
thum et al., 1998; Van Dongen et al., 2001; Antileo et al., 2003) 
thereby resulting in a potentially novel nitrogen- and phospho-
rus-removal system configuration.
Anoxic EBPR operated with nitrite vs. nitrate
The advantage of developing a nitrite-reducing DPAO system is 
that more nitrite can be removed on mass basis per unit mass of 
PHA oxidised by DPAOs during the anoxic P-uptake phase. In 
this way, theoretically more nitrogen removal can be achieved 
using anoxic DPAO activity with nitrite, theoretically 3/5 times 
more than what can be achieved with a DPAO system using 
nitrate. In such a configuration, however, one again needs to 
activity (both aerobic and anoxic) is given in Table 3. The major-
ity of the studies showed that nitrite is inhibitory to the aerobic 
P-uptake activity. Further, some denitrifying PAOs are also able 
to utilise nitrite as electron acceptor for the anoxic P-uptake both 
at high nitrite level and at considerable rate. 
 That said, however, the results also showed a wide varia-
tion in the inhibitory threshold values. These wide variations 
may result from the history of biomass used in these above-
mentioned studies. The ’history’ includes the particular envi-
ronmental conditions the biomass has been exposed to prior to 
analysis in the batch tests. Indeed, there are many interacting 
factors including the operational strategy, type of wastewater, 
type of reactor, dynamic operational disturbances as well as 
competition/interaction with other microbial populations that 
may influence the response of PAO to the nitrite exposure. 
These combined interactions will affect the physiology of the 
PAO enriched in a particular system. To this end, it is suggested 
to use standard batch P-uptake tests to assess the nitrite thresh-
old for a particular PAO system. From a theoretical understand-
ing point of view, research at physiological and metabolic level 
of the PAOs combined with a detailed process analysis of the 
history of the system is expected to help uncover the mecha-
nism of nitrite inhibition.
Implications to operation of alternating EBPR  
systems: Proactive approach to solve nitrite  
inhibition
In biological systems performing simultaneous nitrogen and 
phosphorus removal, such as the case of the SBR and MBR 
systems of this study, it is well-known that phosphate removal 
can become unstable and lose its efficiency because of the direct 
competition for substrate between PAOs and normal denitrifying 
heterotrophs, when nitrate reaches the anaerobic compartment 
(Manning and Irving, 1985; Wilderer et al., 2001). However, the 
instability of the system may also be caused by the accumulation 
of nitrite in the aerobic phase, which may result from a low oxy-
gen concentration in the aerobic phases, low aerobic SRT and/
TABLE 3
Overview of the response of PAO to nitrite under different electron acceptor conditions
Operation strategy Type of reactor/wastewater Inhibition level of nitrite 
Aerobic P-uptake Anoxic P-uptake
Meinhold 
et al.
Anoxic/aerobic Pilot-scale BPR plant fed with real 
wastewater
10-15 mg NO2-N/ℓ 5-8 mg NO2-N/ℓ
Ahn et al. Anaerobic/aerobic Lab-scale SBR fed with real 
wastewater
Not tested No inhibition 
(up to 40 mg N/ℓ)
Lee et al. Anaerobic/ aerobic/
anoxic /aerobic
Lab-scale SBR fed with synthetic 
wastewater, BNPR plant
Not tested No inhibition 
(up to 10 mg N/ℓ)
Hu et al. Anaerobic/ anoxic Lab-scale SBR fed with synthetic 
wastewater, BPR plant
Not tested No inhibition 
(up to 35 mg N/ℓ)
Saito et 
al.
Anaerobic/ anoxic/
aerobic
Lab-scale SBR fed with real 
wastewater, BPR
2 mg NO2-N/ℓ partial; 
6 mg NO2-N/ℓ complete inhibition 
12 mg NO2-N/ℓ
Yoshida 
et al.
Anaerobic/aerobic 
and  Anaerobic/
anoxic 
 Lab-scale SBR fed  with  
synthetic wastewater, BPR
1 mg NO2-N/ℓ for A/O; 
3 mg NO2-N/ℓ for A2O sludge
Not tested 
Soejima 
et al. 
Anaerobic/ aerobic/ 
anoxic/ SBR
Lab-scale SBR fed  with synthetic 
wastewater, BNPR plant
Inhibition reported but not quanti-
fied
Not tested
This 
study
Anaerobic/ aerobic/ 
anoxic/ aerobic SBR 
and Anaerobic/ 
anoxic/ aerobic MBR
Pilot-scale SBR and MBR fed 
with synthetic wastewater: BNPR 
plant
5 mg NO2-N/ℓ SBR sludge;
10 mg NO2-N/ℓ MBR sludge
No inhibition 
(up to 20 mg NO2-N/ℓ)
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account for the possible proliferation of denitrifying glycogen 
accumulating organisms (GAOs), which may prevent the system 
to achieve nitrogen and phosphorus removal over nitrite. Such 
an interference of GAO was shown in Zeng et al. (2003) for a 
particular lab-scale reactor configuration. From a process con-
figuration and operation point of view, one also needs to over-
come the challenges of maintaining a stable partial nitrification 
process (i.e. only ammonia conversion to nitrite), which is only 
possible under a certain reactor configuration, e.g. high temper-
ature, high pH, bicarbonate limitation, oxygen limitation and the 
like. Overall we believe that designing and operating phosphate 
uptake phase (PUR) under nitrite anoxic conditions could be a 
very valuable option for P-removal from nutrient-rich streams 
such as supernatants from sludge thickeners and digesters.
 Moreover granular activated sludge technology focusing 
on performing simultaneous nitrification, denitrification and 
phosphorus removal, which currently considers only oxygen 
and nitrate as electron acceptor for PAOs, may also benefit from 
including nitrite in the system optimisation (see e.g. de Kreuk 
et al., 2005). These theoretically possible configurations natu-
rally require experimental evaluation, but in principle such an 
approach should offer an efficient solution to the inhibitory 
effect of nitrite on aerobic P-uptake.
Modelling the nitrite effect
As mentioned earlier, current deterministic models describing 
the behaviour of EBPR systems ignore two important influences 
of nitrite on the activity of PAOs: 
 The inhibitory effect of nitrite on the aerobic P-uptake • 
 Nitrite as a plausible electron acceptor for denitrifying PAO • 
activity. 
These assumptions are likely to hold for many EBPR sys-
tems where there is no nitrite build- up. However, for systems 
with nitrite build-up such models are expected to fail and will 
require extension. For such an extension, the above-mentioned 
fundamental research will be invaluable as it will allow devel-
oping a sound mechanistic structure for the nitrite- inhibition 
mechanism. Lacking that, we propose the following two exten-
sions based on the empirical observations obtained thus far (see 
Table 3).
Modelling nitrite inhibition of aerobic P-uptake:
A convenient and simple way of modelling the reversible inhibi-
tory effect of nitrite would be to use a similar function as the one 
describing the inhibitory effect of oxygen on the denitrifying 
activity of heterotrophic organisms, i.e. using a switch function, 
in the form of KINO2/(SNO2 + KINO2), where KINO2 stands for inhi-
bition concentration of nitrite. Therefore, the rate equation of 
P-uptake in ASM2d may become as follows:
                                          (2)
As mentioned earlier, the KINO2 appears to vary from system to 
system and therefore needs experimental determination or cali-
bration from inhibition tests. As our data is not sufficient for reli-
able parameter estimation (it is a non-linear process), we don’t 
present an estimate for KINO2. However, one may state that the 
lower bound for this estimate seems to be around 5 mg NO2/ℓ 
and 10 mg NO2-N/ℓ for the SBR and the MBR biomass respec-
tively. Important to note is that the nitrite inhibition coefficient 
is likely to be pH dependent as the previous nitrite inhibition 
studies on other bacteria have confirmed that free nitrous acid 
(HNO2) is the true inhibitory compound.
Modelling anoxic activity of denitrifying PAOs
There are two possible pathways for modelling denitrification, 
one assumes a sequential reduction of nitrate to nitrite and then 
to nitrogen gas, i.e. NO3NO21/2N2. Another plausible path-
way is parallel and independent reduction of nitrate and nitrite all 
the way down to nitrogen gas, i.e. NO31/2N2 and NO21/2N2 
(Sin et al., 2006a). 
 Our experimental results showed that nitrite reduction by 
PAOs was faster than nitrate reduction. This phenomenon can 
be described by both pathways, which means one cannot rule 
out one pathway over the other based on these empirical results. 
However, from a modelling perspective, opting for the sequential 
reduction of nitrate allows to describe more than one particular 
behaviour of a system, e.g. both nitrite build-up and faster nitrite 
reduction behaviours can be modelled by appropriate manipula-
tion of the rate parameters of the 1st and the 2nd steps (see Eq. (3) 
and Eq.(4)). Hence, we suggest the adoption of sequential reduc-
tion of nitrate as the model structure for the denitrifying PAOs, 
until evidence is provided that another structure is needed. 
The rate equations for nitrate and nitrite reduction processes of 
ASM2d then become as follows: 
                    (3)
                          
                                       (4)
In these equations, the competition between electron acceptors 
is not included, but in case this would be needed, it can be easily 
described following the concept of substrate competition already 
used elsewhere in ASM2d. 
 It is clear that with the introduction of nitrite, the model struc-
ture of ASM2d becomes even more complex, i.e. the number of 
parameters increases significantly. In a way, it becomes more 
expensive to apply such model, since it requires knowledge/
information about these additional parameters. However, we 
believe that such an extension is essential if not a must for proper 
description of simultaneous nitrogen- and phosphorus-removing 
systems characterised by significant nitrite build-up. 
Conclusions
In this study, the nitrite effect on the aerobic and anoxic P-uptake 
activities of PAOs grown in an SBR and an MBR system fed with 
the same synthetic wastewater was investigated experimentally, 
using batch phosphate uptake tests.
 The nitrite was found to inhibit (reversible) the aerobic 
P-uptake both in the SBR and the MBR biomass. The inhibitory 
effect was more pronounced on the SBR biomass than the MBR 
biomass, where the respective degree of inhibition for each bio-
mass was 0.65 and 0.37 at 10 mg NO2-N/ℓ. This difference is 
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attributed to a different degree of adaptation of PAOs to the pres-
ence of nitrite enriched in these particular SBR and the MBR 
systems. 
 For the anoxic P-uptake activities, both the SBR and the 
MBR biomass were found capable of using nitrite as effectively 
as nitrate as electron acceptor. Surprisingly for the SBR bio-
mass, the anoxic P-uptake rate with nitrite as the electron accep-
tor was found to be much higher (60%) compared to the rate 
with nitrate as e-acceptor. This finding suggests that a particular 
group of PAO organisms that prefers nitrite as electron acceptor 
was enriched in the SBR system. 
 In view of modelling EBPR systems, the results of this study 
require an appropriate extension of the current mechanistic 
models with aerobic nitrite inhibition and anoxic P-uptake using 
nitrite as electron acceptor. A possible extension to the ASM2d 
model has also been suggested. 
 In view of full-scale EBPR operation, to resolve the nitrite 
inhibition for the EBPR systems exposed to nitrite build-up, we 
suggest replacing the aerobic P-uptake phase with an anoxic 
P-uptake phase using nitrite as electron acceptor. Such a solu-
tion could be achieved by combining anaerobic P-release phase/
tanks with a post-denitrification system operated on nitrite 
route. Such an approach offers promising cost-savings in EBPR 
systems, which deserves further research.
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